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FLOOR RECOVERY DUCTS:  The floor re-
covery ducts (“M” sections) are of 14 gauge 
hot-rolled steel construction.  Media falls 
through the grating into the recovery channels, 
and is moved pneumatically to the transition 
duct. 
 
TRANSITION UNIT:   A pneumatic conveying 
transition runs perpendicular to, and at the 
end of the M-section recovery ducts. 
 
RECLAIM SEPARATOR SYSTEM:  The me-
dia reclaim separation system is an air centri-
fuge, highly balanced separator, which re-
ceives all media and debris conveyed from the 
blasted work piece through a vacuum convey-
ing duct.  The reclaim is sized for air flow of 
2,500 CFM. 
 
PRESSURE BLAST MACHINE:   The pres-
sure blast equipment is specifically designed 
for use with most media, and incorporates all 
features necessary for efficient performance. 
 
BLAST HOSE:  The blast hose conveys the 
compressed air and media to the blast nozzle.  
The hose lining is carbon-black impregnated 

BLAST NOZZLE:  A 3/8“ carbide noz-
zle will be provided with the blast ma-
chine.  Nozzles are manufactured of 
the highest quality materials, and de-
signed for long life. 
 
OPERATOR PROTECTIVE EQUIP-
MENT: The operator of the blast room 
is provided with an environmentally 
controlled respiratory helmet, that is 
suitable for working in a dusty atmos-
phere.  This operator protective equip-
ment is designed by Bullard® who is 
the holder of record of CE approval 
certificate. 
 
LIGHTING: Ceiling mounted fluores-
cent light fixtures are set in framed en-
closures and are serviceable from out-
side the room.  The light modules con-
sist of fluorescent lights mounted in a 
reflector housing.  Lights are protected 
by 1/4” thick light protectors, which are 
flush with interior room ceiling. 

 
ROOM SIZE:   

10’ WIDE X 10’ HIGH X 20’ LONG 
SHOWN 

(OTHER SIZES AVAILABLE) 
 
DOORS:  (One End) Doors – One per-
sonal door 3’ Wide X 7’ High is provided 
with a viewing window; door interlocks are 
provided.  Doors are fabricated weldments 
utilizing a combination of structural chan-
nel, and 12 gauge steel sheet.  Doors 
pivot on anti-friction bearings.  Resilient 
rubber strips are provided at the base to 
prevent leakage when doors are in the 
closed position. 
 
DUST COLLECTION EQUIPMENT:   The 
5,000 CFM collector is of Larry Hess & 
Associates own design and manufacture.  
It is a cartridge type with reverse pulse jet 
cleaning.  It is designed and built for con-
tinuous duty operation, and is of heavy 
duty construction. 

1.  MAKE UP AIR 
2.  VENTILATION AIR 
3.  RECOVERY 
4.  BROKEN MEDIA & DUST 
5.  RE-USABLE MEDIA 
6.  CLEAN AIR 
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