
BLAST-IT-ALL®
LARRY HESS & ASSOCIATES, INC.

SALISBURY, NC  28147
TOLL FREE:  (800) 535-2612  ℡  FAX:  (704) 638-9311

• HI - STATIC  VACUUM RECOVERY
• 120 VOLT  ELECTRICAL SERVICE
• 25 FT. VACUUM RECOVERY HOSE
• NON - CLOG PICK UP WAND
• PULSE JET CARTRIDGE CLEANING
• MAGNEHELIC GAUGE / FILTER MONITOR
• QUICK RECOVERY
• DEBRIS SCREEN
• 10 CU. FT. STORAGE HOPPER
• DEADMAN CONTROLS
• ADJUSTABLE MEDIA FLOW VALVE
• 25 FT. BLAST HOSE WITH 5 / 16 CARBIDE NOZZLE
• 90 CFM @ 60 PSI REQUIRED 25 HP (5 / 16 NOZZLE)
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WARNING

DO NOT USE SAND. SAND WILL CAUSE SILICA DUST, WHICH IS THE
CAUSE OF SILICOSIS DISEASE, A CONDITION OF MASSIVE FIBROSIS OF THE
LUNGS. THIS STATEMENT INDICATES POTENTIAL PERSONNEL HAZARD.

FAILURE TO COMPLY WITH THESE INSTRUCTIONS
 MAY RESULT IN PERSONAL INJURY.

WEBSITE CONCERNING SILICOSIS:

http://www.osha.gov/Silica/IT69D_1.html
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SET-UP INSTRUCTIONS

*** READ BEFORE OPERATING EQUIPMENT ***

1. Remove equipment from pallets.

2. Connect compressed air to air filter or pipe string.

3. Lift and attach reclaim to debris screen flange.

4. Connect smaller flex hose to side inlet on reclaim and pick-up tube.

5. Connect 5" flex hose from top of reclaim to inlet on dust collector.

6. Connect compressed air line to air header / regulator on dust collector pulse control.

7. Plug dust collector supply cord into dedicated 120 V receptacle.

OPERATING INSTRUCTIONS

*** READ BEFORE OPERATING EQUIPMENT ***

1. To Load Media:

A. Turn Dust Collector on.

B. Place media pick-up tube in drum of media.

C. Fill system until media is at site gauge on hopper.

2. To Blast:

A. Turn on compressed air.

B. Have operator suit-up with protective clothing.

C. Grasp nozzle and point away from operator.

D. Depress (Safety Deadman).

E. Adjust air regulator 40 - 60 PSI.

F. Adjust media valve as needed for proper media flow.

* THERE SHOULD BE A SMALL AMOUNT OF MEDIA AND A LARGER AMOUNT OF
COMPRESSED AIR COMING FROM NOZZLE.
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